
Dimensions
StoreManagerPRO

2160 Master
StoreManagerPRO

1080 Master
StoreManagerPRO

2160 Plus
StoreManagerPRO

1080 Plus
Width 1.200 mm 1.200 mm 1.200 mm 1.200 mm

Depth 1.085 mm 1.085 mm 1.085 mm 1.085 mm

Height 2.030 mm 2.030 mm 2.030 mm 2.030 mm

Footprint 1,3 m2 1,3 m2 1,3 m2 1,3 m2

Weight empty approx. 500 kg approx. 500 kg approx. 480 kg approx. 480 kg

Compartment sizes, w × h × d
Number of compartments (max.) 2.160 1.080 2.160 1.080

1 × compartment
Front 38 mm

× 50 mm × 205 mm
Front 38 mm

× 50 mm × 205 mm
Front 38 mm

× 50 mm × 205 mm
Front 38 mm

× 50 mm × 205 mm
Rear 18/28 mm Rear 18/28 mm Rear 18/28 mm Rear 18/28 mm

2 × compartment
Front 38 mm

× 100 mm × 205 mm
Front 38 mm

× 100 mm × 205 mm
Front 38 mm

× 100 mm × 205 mm
Front 38 mm

× 100 mm × 205 mm
Rear 18/28 mm Rear 18/28 mm Rear 18/28 mm Rear 18/28 mm

3 × compartment
Front 122 mm

× 50 mm × 205 mm
Front 122 mm

× 50 mm × 205 mm
Front 122 mm

× 50 mm × 205 mm
Front 122 mm

× 50 mm × 205 mm
Rear 74 mm Rear 74 mm Rear 74 mm Rear 74 mm

6 × compartment
Front 122 mm

× 100 mm × 205 mm
Front 122 mm

× 100 mm × 205 mm
Front 122 mm

× 100 mm × 205 mm
Front 122 mm

× 100 mm × 205 mm
Rear 74 mm Rear 74 mm Rear 74 mm Rear 74 mm

Drawer height
75 mm - -

100 mm - -

150 mm - -

200 mm - -

250 mm - -

300 mm - -

General
Max. rotation speed 2 rpm 2 rpm 2 rpm 2 rpm

Max. access time 15 seconds 15 seconds 15 seconds 15 seconds

Power supply 230 volts / 50 Hz 230 volts / 50 Hz 230 volts / 50 Hz 230 volts / 50 Hz

Operation Touch screen, barcode scanner Touch screen, barcode scanner - -

Network connection LAN socket / GSM module LAN socket / GSM module via Master module via Master module

Permissible temperature in operation +10°C to +40°C +10°C to +40°C +10°C to +40°C +10°C to +40°C

Permissible humidity 5 – 95% (non-condensing) 5 – 95% (non-condensing) 5 – 95% (non-condensing) 5 – 95% (non-condensing)

Maintenance Hardware fully maintenance-free Hardware fully maintenance-free Hardware fully maintenance-free Hardware fully maintenance-free
Dust-protected Yes Yes Yes Yes

EXPANDABLE TO MEET 
ANY REQUIREMENT.
We offer expansion systems (Plus modules) in various sizes to add 
to your StoreManagerPRO Master system.

StoreManagerPRO 2160 Plus

 · Footprint 1,200 mm × 1,085 mm (= 1.3 m2)

 · Same layout as StoreManagerPRO 2160 Master 

 · (but without PC, monitor and scanner)

StoreManagerPRO 1080 Plus

 · Footprint 1,200 mm × 1,085 mm (= 1.3 m2)

 · Same design as StoreManagerPRO 1080 Master

 · (but without PC, monitor and scanner)
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Do you need more storage space?  
The modular StoreManager system is easy to expand.


